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Abstract (Basic) : *DE 20008860* Ul 

NOVELTY - Device for mixing water and concentrate has at least one 
solution bag (1) containing a saturated medicinal concentrate (2) . One 
tube (3) between the reverse osmosis (RO) water and the solvent bag (1) 
is connected to the outlet (51) of the RO water outlet of the dialysis 
machine (5) and is used to feed RO water into the solvent bag (1) to 
dissolve the crystallized concentrate (2) to produce saturated A or B 
dialyzate. Another tube (4) joins the solvent bag (1) and a suction 
pipe (52 or 53) of the A dialyzate (or B dialyzate) of the dialysis 
machine (5), which is then mixed with the RO water and this mixture is 
fed into the dialysis machine (5) . 

DETAILED DESCRIPTION - Preferred Features: The concentrate (2) 
comprises medicinal products in a suitable mixing ratio. Small 
quantities are mixed with RO water to produce high concentrations of A 
dialyzate (or B dialyzate) for the blood purification process and each 
unit comprises the same constituents in the same ratio. Water is 
removed from the solution by drying to form a saturated crystallized 
concentrate (2) . 

USE - For haemodialysis . 

ADVANTAGE - Bacterial contamination is prevented, the quality of 
hemodialysis is improved, and running costs are low 

DESCRIPTION OF DRAWING (S) - The drawing shows a schematic view of 
the device. 
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Abstract (Basic) : EP 278100 A 

Medical fluid is prepd. by mixing a powdered concentrate with 
water. The system for mixing includes a vessel contg. the concentrate 
and a first fluid conduit having a first end communicating with a 



source of water and a second end delivering the prepd. soln. A second 
conduit has a first end also communicating with the water source and a 
second end connected to the inlet of the vessel holding the concentrate 
to introduce water into the powder to produce a concentrate of 
dissolved powder in water. 

A third conduit is connected to the outlet of the vessel and to a 
midpoint in the first conduit for introducing the concentrate into the 
flowing water. A measuring device in the first conduit downstream of 
the midpoint measures the compsn . of the prepd. s o in . arid this is used 
to control a flow regulator in the third conduit for controlling the 
flow of concentrate from the vessel. 

USE/ADVANTAGE - System is used to prepare a fluid for medical use, 
esp. for haemodialysis, but also possibly haemof iltration and 
haemodiafiltration. The system minimises pptn. problems and risk of 
bacterial growth. 
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